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COMPLETE STATE-OF-THE-ART AUTOMOTIVE STEERING ARM AND 
KNUCKLE MANUFACTURING FACILITY AND ITS COMPONENTS

Negotiated and Webcast Auction Sale

PREVIEW & INSPECTION: Mon. & Tues., June 8 & 9, 9am to 4pm Each Day or by Appointment Prior to Sale 
AUCTION & PREVIEW LOCATION: 6401 W Fort Street, Detroit, MI 48209

Wednesday & Thursday, June 10 & 11 @ 10:00am EDT

BUILT IN 2015 AT AN APPROXIMATE COST OF $75 MILLION

Available via Negotiated Sale and Auction Sale

By Order of the Federal Court Appointed Receiver

2012-2015
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ALUMINUM FOUNDRY 2016-2018

SHANgHAI Aluminum Furnace ATM 2500 & 3000 Melters

CPC-LINDEN Casting Cell and Transfer Cart SHANgHAI ATM 2500 Aluminum Melter and LINDEN Degassing Stations 

• Striko Westofen Aluminum Melter, Heating Power 900 KW, Operation Voltage 
3 X400/230, 50 Hz, Max filling Weight 2000 Kg Construction Height 7670 mm, 
Fuse Power Input 50 A, Energy Erdgas, Connecting Cap. 16 KW, Max Furnace 
Chamber Temp. 1050 C, Max Metal Temp. 820 C, Cap. 2,000 Kg, Metal / Alloy Al, 
Quality Control 06.10.04 

• (2) Shanghai Aluminum Furnace Co. ATM 2500 & 3000 Aluminum Melters, 
Cap. 8000Kg, Fuel NG, Power 25KW, Input Power 10,000 MJ/Hr, Control Panel, 
Platform, Fans 

• (7) Linden DU.A Degassing Stations, Installed Cap. 1.5 KW (2HP), 
Supply Voltage 3 Ph, 400 Volts 50 Hz, Operation Pressure Max 0.03 Mpo, 
Weight 800 Kg, Rotor Speed Max 600 RPM 

• Zijiang Furnace Nanjing Co. NCL 2016-1685 Two Chamber Die Heating 
Furnace (2017), Power Supply 480 Volts, 60 Hz, Furnace Chamber Dimensions - 
1.6 x 1.7 x 0.9 m, Overall Dimensions 3.1 x 3.8 x 4.9 m, Weight 13-Tons, Fuel 
Type NG, Rated Gas Consumption 19 NM/h, Rated Temp 500 C, Heating Zone 3, 
Rated Load Cap. 2 x 1.2-Tons 

• Linden PS 900.45 Electric Resistant Furnace (2018), Installed Cap. 45 KW, 
Supply Voltage 3 Phase, 400V/50Hz or 3 Phase, 480 V/60Hz, Crucible Volume 
900 Kg, Furnace Weight 2600 Kg, Max Filling Weight 3500 Kg, Wall Temp. 70 C 

• (10) CPC-Linden Model 1600-C96 Aluminum Casting Machines, Cast up to  
 Cavities or 12 Parts Per Cycle, 96 Air/Water Cooling Lines, 900kg Elect. Crucible 
Type Holding Furnace, w/Quench Tanks, Bottom-Intermediate-Top Platen, Alum. 
Cast Part 235-245 Degree Celsius, 705 Degree Celsius Metal Temp in Furnace, 
1920mm x 1470mm Dimensions of Platens, 1000mm Stroke of Mold Opening, 
75mm Ejection Stroke, 1400mm Diameter and 680mm Height Dimensions of 
Casting Chamber, 32,000kg Weight, Overall Dimensions 6535mm H x 6300mm L 
x 6500 W, 18.5kw EI Motor, 45kw Furnace, 3 Phase-460/480V aC 60 Hz 

• Casting Cells, Equipment, w/Input and Output Belt Conveyors 30” x 86” Cap., 
ASD Automation, Over 15 ASD GF-440 Portable Marking Machines, (4) CPC Mdl. 
KT-900 V3.1 Cross Shuttle Tables, 9’ x 12’ Cap., (6) Furnace Transport Pallets, 
with Electrical Boxes, Approx. (25) Various Holding Furnaces Some, with 
Crucibles, Light Curtains

CASTING & MELTING EQUIPMENT
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ALUMINUM FOUNDRY 2016-2018

CPC-LINDEN Model 1600-C96 Casting MachineCPC-LINDEN Model 1600-C96 Casting Cell

CPC-LINDEN Model 1600-C96 Casting Cell

CPC-LINDEN Model 1600-C96 Aluminum Casting Machines

CPC-LINDEN Model 1600-C96 Casting Cell

To 2018

10 
Casters 

Available!
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ALUMINUM FOUNDRY 2016-2018

• (11) Foshan Hexing Hydraulic Machinery Co Hx-Y31 160T Hydraulic Trim 
Presses, Table Size 47” x 55”, Cylinder Output 160T, System Pressure 20 Mpa, 
Working Medium 46 Oil, Oil Tank Cap. 11,270 Kg, Pump 20 Kg/CM2,Motor Power 
11 KW, 3 Phase, 480 Vac, 60 Hz 

• (10) ASD 6170 & 6320 Degate Saws (2018 & 2019), 22” Blade, 480 Vac Volts, 
60 Amps, 3 Phase, 60 Hz, Control Panel 

• (6) VJT RIxCAB200-SA, RIxCAB180-SA, RIxCAB2005-SAK, 
RIxCAB2007-SAK, LSCAB200-SAK & LSCAB 160-A x-RAY Machines, 
480 Volts, 60 Amps, 3 Phase, 60 Hz, PE, Air: 80 PSI, 5 CFM, Cabinet Shielded 
for 200 KV, FDA Designation: 21 CFR 1020.40, Equipped, w/Fanuc 
R2000iC-125L Robots, w/R30ib controllers

TRIM PRESSES, SAWS & X-RAY

CPC-LINDEN Casting Cell with FOSHAN HExINg 160-Ton Trim Press 

FOSHAN Trim and Saw Cell with Robot FOSHAN HExINg 160-Ton Trim Press
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ALUMINUM FOUNDRY 2016-2018

VJT x-RAY System Robot VJT x-RAY System

FOSHAN HExINg Trim Press with Robot

FOSHAN HExINg 160-Ton Trim Press 

FOSHAN HExINg 160-Ton Trim Press 
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ALUMINUM FOUNDRY 2016-2018

• (2) Zijiang Furnace Nanjing Co. CY 2000-Q Heat Treat Furnaces (2015), 
Rated Temperature 600 (200) C, 3 Phase, 480 Volts, 60 Hz, Heating Medium NG, 
Rated Power 1350/150 KW, Heating Zone 9/6, Weight 80/40 Ton, Floor Area 
40 x 6 M, Maximus Productivity 2400 Kg/H, S/N 18-02-019 Year 2018 & 
S/N 16-01-07 

• Zyglo Dye Penetrant Line,with Electrostatic FLPI Sprayer System PG-010 
Controller and Recovery system 

• Heineda VF-4550 Degate Bandsaw (2017) 
• Changzhou Taisheng Machinery Equip. Co. TS-1717-2P Sandblasting Machine 

(2017), 480 Volts, Bearing the Weight 500 Kg, Pressure of Work 0.4 - 0.7

HEAT TREAT & ZYGLO DYE PENETRANT 

ZIJIANg FURNACE NANJINg CO. CY 2000-Q Heat Treat Furnaces

ZYgLO DYE Penetrant Line

(50) ROBOTS  
• (20) Fanuc R2000ic Robots (2015-2018), w/R-30ib Controllers, 

210F, 165F & 125L 
• (22) Fanuc R1000ia-80F Robots (2014-2017), w/R-30ib Controllers 
• Fanuc R2000ia-165F Robot (2004), w/RJ3ib Controller 
• (2) Fanuc R2000ic Robots (2017), w/R-30ib Plus Controllers 
Robots are all Material Handling, Pick and Place Robots Used 
in Machining Cells, Foundry Cells, and X-Ray Machines 

FANUC Robots 

To 2018

50 Available

2015

2 Available
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(56) CNC MACHINING CENTERS TO 2018

VIgEL TW 660H Twin Spindle 5-Axis CNC Machining Centers

• (8) Vigel TW 660H Twin Spindle 5-Axis CNC Machining Centers (2017-2018), Working Spindle 1-2-3-4, Spindle Distance 660-440-330 mm, Spindle Taper HSK-A-63 
/ HSK-A-80, Max Speed 8000-10000-12000-18000RPM, Max Power Per Spindle at 56/40%, 26-30-40-45 kW, Max Torque Per Spindle at 56/40%, Travel Axes, x 
1200-660-440-330mm, Y-Z 1065/600 mm, Opt. Independent Z Axes (TW/QD), 2/2x2, Feed Drives, Max. Rapid Traverse X/Y/Z 120/120/120 m/min., Max. Feed Thrust 
X/Y/Z 14/24/16 kN, Acceleration X/Y/Z SI - 11/9,5/20 m/s2, TW 11/8.5/20 m/s2, TR 10/8/16 m/s2, QD 9/7.5/13 m/s2, Tool Magazine; Tool Change System: Direct, Cap. 
1-2 Spindles 72-96, Cap. 3 Spindles 72-90, Cap. 4 Spindles 96, Chip to Chip Approx. SI/TW/TR/QD 2.6”-2.8”-3.0”, Pallet Changer (A1-Axis Horizontal) 0 180 Degrees, 
Swivel Tables (A2-A3 Axes) Twin Table, NC Rotary Tables (B Axes) Opt. 1 + 1 / 2 + 2 / 3 + 3/ 4 + 4, Accuracy (VDI/DGQ 33441), Position Measuring System X/Y/Z & 
A-B Axes - Direct -Absolute, Position Tolerance X/Y/Z Axes - TP 8um, Positioning Tolerance A/B Axes +-5”, (5), w/Fanuc Panel iH Pro Control and (3), w/Fanuc Series 
31i-Model b control, Machine Dimensions (W x L x H) - 4160 x 5820 x 3990 mm, Weight Approx. 28.5-30.5-Tons, Years 2107-2018 

• (19) Vigel TW 500H Twin Spindle 5-Axis CNC Machining Centers (2016-2017), Working Spindle 2-3-4, Spindle Distance 500-320-250mm, Spindle Taper, HSK-A-63 / 
HSK-A-80, Max Speed 8000-12000RPM, Max Power Per Spindle at 56/40% 26/32 kW, Max Torque Per Spindle at 56/40% 87-166 Nm, Travel Axes, x 500-320-250 mm, 
Y-Z 900/500 mm, Opt. Independent Z-Axes 2-2x2, Feed Drives, Max Rapid Traverse X/Y/Z TW-TR 60/60/70 mm, QD 45/60/60 m/min, Max Feed Thrust X/Y/Z 15/15/20 
kN, Acceleration X/Y/Z, TW 7/7/9 m/s2, TR 6/6/7 m/s2, QD 5/4,5/6 m/s2, Tool Magazine, Tool Change System - Direct, Cap. 2 Spindles 6-72 (opt 90 - 108), Cap. 3-4 
Spindles 54-72 (opt 81-108), Chip to Chip Approx. 3.6”, Pallet Changer, (A1 Axis Horizontal) 0 - 180 Degrees, Swivel Table (A2-A3 Axes) Twin Table, NC Rotary Tables 
(b Axes) Opt. 2 + 2 / 3 + 3 / 4 + 4, Accuracy (VDI/DGQ 3441), Position Measuring System X/Y/Z & A-B Axes Direct - Absolute, Positioning Tolerance X/Y/Z Axes TP 
8Um, Positioning Tolerance A/B Axes +- 5”, Fanuc Series 31i-Model b Control, Machine Dimensions (W x L x H) 2700 x 4260 x 3550 mm, Weight Approx. 17-Tons, 
Knoll Liquid Filtration System, Knoll Chip Conv., Losma Oil Mist Collector 

• (1) Vigel TW 400H Twin Spindle 5-Axis CNC Machining Center (2016), Working Spindle 2-3-4, Spindle Distance 400-270-200 mm, Spindle Taper, HSK-A-63/ 
HSK-A-80, Max Speed 8000-12000 RPM, Max Power Per Spindle at 56/40%, 26-32-50 kW, Max Torque Per Spindle at 56/40%, 87-166-275 Nm, Travel Axes, 
X-400-270-200 mm Y-Z - 900/450 mm, Feed Drives, Max Rapid Traverse X/Y/Z 70/70/70 m/min., Max Feed Thrust X/Y/Z 15/35/20 kN, Acceleration X/Y/Z TW 8/9/13 
m/s2, TR 7/8/11 m/s2, QD 6/7/9 m/s2, Tool Magazine: Tool Changer System, Direct, Cap. 2 Spindles 36-48-60, Cap. 3-4 Spindles 48-54, Chip to Chip Approx. 3”, Pallet 
Changer (A1- Axis Horizontal) 0 - 180 Degrees, Swivel Table (A2-A3 Axes) Twin Table, NC Rotary Tables (B Axes) Opt. 2+2 / 3+3 / 4+4, Accuracy (VDI/DGQ 3441), 
Position Measuring System X/Y/Z & A-B Axes - Direct - Absolute, Positioning Tolerance X/Y/Z Axes TP 8um, Positioning Tolerance A/B Axes +-5”, Fanuc Series 
31i-Model b Control, Machine Dimensions (w x L x H) 2700 x 4235 x 3550 mm, Weight Approx. 15-Tons Knoll Liquid Filtration System, Cosmotec Cooling System, 
Knoll Chip Conv., Losma Oil Mist Collector

VIgEL Twin Spindle 5-Axis CNC Machining Centers

8 Available

2017-2018

28 Available

2016-2018
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(37) DOOSAN CNC MACHINING CENTERS TO 2015

• (28) Doosan HP 5100II 4-Axis CNC Horizontal Machining Centers (2014-2015), X-Axis Travel 33.400”, Y Axis Travel 27.500, Z Axis Travel 29.500”, Rapid Rate for 
X,Y,Z 2,362 IPM, Pallet Size 19.7” x 19.7”, Max Pallet Load 1,100 Lbs, Spindle Speed 14,000 RPM, Spindle Motor 30 HP, Spindle Taper HSK63, Tool Changer 60 ATC, 
Dimensions 110 x 214 x 119, Weight 33,000 Lbs, Equipped, w/Fanuc Series 31i Mdl. A, Chip Conveyor, Coolant thru Spindle, Chip Conv, Chip Blaster, Chip Chiller, 
Automatic Liquid Temp Controller, Transformer, Fluid Pump, Losma Oil Mist Collector, Oil Cooling Unit, Transformer 

• (2) Doosan HP 5100 4-Axis CNC Horizontal Machining Centers (2012), X-Axis Travel 33.400”, Y Axis Travel 27.500, Z Axis Travel 29.500”, Rapid Rate for X,Y,Z 
2,362 IPM, Pallet Size 19.7” x 19.7”, Max Pallet Load 1,100 Lbs, Spindle Speed 14,000 RPM, Spindle Motor 30 HP, Spindle Taper HSK63, Tool Changer 60 ATC, 
Dimensions 110 x 214 x 119, Weight 33,000 Lbs, Equipped, w/Fanuc Series 31i Mdl. A, Chip Conveyor, Coolant thru Spindle, Chip Conv, Chip Blaster, Chip Chiller, 
Automatic Liquid Temp Controller, Transformer, Fluid Pump, Losma Oil Mist Collector, Oil Cooling Unit, Transformer 

• (5) Doosan DNM 650 3-Axis Vertical Machining Centers (2013),  Travel X: 50”, Y:26.3”, Z: 24.6”, Power 24.8 HP, 8000 RPM, 30 ATC, Taper BT-40, Table (L) 
51.2” x 26.4” (W), Spindles, Number of Spindles 1, Number of Speeds 1, Type Fixed, Controls, Doosan-Fanuc i Series Control, Weight 16,535,Chip Conv, Chip Blaster, 
Automatic Liquid Temp Reg, Fluid Pump, Transformer 

• (2) Doosan Mynx 6500/50 CNC Vertical Machining Centers (2013-2015), Travel, x 50”, Y 26.4”, Z 24.6”, Power 30 HP, 6000 RPM, 30 ATC, Table W 26.4”, Table L 
55”, Taper 50, Number of Axis 4, Doosan-Fanuc i Series Control, Weight 20,46030, Chip Conv, Chip Blaster, Automatic Liquid Temp Reg, Fluid Pump, Transformer

DOOSAN HP 5100II 4-Axis CNC Horizontal Machining Centers

DOOSAN 4-Axis Machining Centers

28 Available

2014-2015

37 Available
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CNC MACHINING CENTERS TO 2015

DOOSAN 4-Axis CNC Machining Centers

HARDINgE-BRIDgEPORT GX1300 CNC Vertical Machining Centers

ZOLLER VENTURION 450/6 Tool Presetter

Place your 
bid now!

37 Available

4 Available
2011-2012

2015

• (3) DMg Mori NHx5000 4-Axis CNC Horizontal 
Machining Centers (2013-2014), Table Travel, Max 
X-Axis Travel 28.7”, Max y Axis Travel 28.7”, Max Z 
Axis Travel 34.6”, Table Dimension, Max Table Load 
1,543 Lbs, Table Length 19.7”, Table Width 19.7”, 
Workpiece Dimension, Max Workpiece Height 39.4”, 
Spindle; Mori Seiki M730BM Control, Standard 
Rotational Speed 15,000 RPM, Max Rotational 
Speed (Option) 20,000 RPM, Power (100% Power 
on Time) 29.5HP, Torque (100% Power On Time 
76.7 Ft/Lbs, Tool Magazine, Cap. (Standard) 40, 
Max Cap. 240, Rapid Transverse Max X-Axis 196.9 
Ft/Min, Max Y Axis 196.9 Ft/Min, Max Z Axis 196.9 
Ft/Min, Chip Conv, Oil Cooling Unit, Transformer, 
Chip Blaster, Fluid Pump 

• (3) DMg Mori NHx4000 4-Axis CNC Horizontal 
Machining Centers (2013), Travel - X,Y,Z Axis: 22.0” 
(X), 22.0” (Y), 26.0” (Z), Pallet Size 15.7” (2), Spindle 
Speed 12,000 RPM, Spindle Taper HSK-A63, Pallet 
Index ,001 Degree, Spindle Motor 20/15 HP, Spindle 
Center to Table Top 2.4” - 24.4”, Spindle Nose to 
Table Center 2.8” - 28.7”, Tools 40, Rapid Traverse 
Rate 2362 IPM, Tool Change Time (T-T/C - C): 
0.9 / 2.8 Seconds, Pallet Change Time 8 Seconds, 
Pallet Load Cap. 880 Lbs, Max Workplace Dia / 
Height 24.8” / 34.6”, Max Tool Diameter 2.7” / 6.6”, 
Max Tool Length 17.7”, Max Tool Weight 17.6 Lbs, 
Mori Seiki Chip Conv, Mist Blaster Mdl. JV40 - 0137, 
Daikin Mdl. AKZ329C050 Automatic Liquid Temp 
Reg Fluid Pump, Transformer 

• (4) Hardinge-Bridgeport gx1300 CNC Vertical 
Machining Centers (2011-2012), Travel X, Y, Z, 
51” x 27.5” x 25”, 25 HP (18.65kW) (30 Min.), 
Spindle Speed 10,000 RPM, Swing Arm ATC: 30 
Station, Control: i-Series GX - Fanuc Oi-MD Controller, 
Fanuc Oi-MD Controller, Key Arrow Chip Conv, 
Chip Blaster Mdl. J30 - 0328, Transformer 

• Zoller Redomatic 600 Tool Presetter (2016) 
• Zoller Venturion 450/6 Tool Presetter (2015) 
• Ezset Model PREg04C1-0085 Tool Presetter

Over 400 HSK & CAT Tool Holders 
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CMMS & LAB EQUIPMENT • HYDRAULIC TESTING CELLS

HYDRAULIC TESTING CELLS 

• Shore Western 178” x 237 x 10” Tall T- Slotted Bay Cast Bolster Plate, (2) H-Frames, 
(7) Tombstones, (2) Angle Plates and (7) Test Cylinders  

• Shore Western 120” x 216” x 12” Tall T- Slotted Bay Cast Bolster Plate, (2) H-Frames, 
(5) Tombstones, and (4) Test Cylinders  

• Shore Western 84” x 192” x 14” Tall T- Slotted Bay Cast Bolster Plate, (2) H-Frames, 
(2) Tombstones, (1) Angle Plates and (3) Test Cylinders  

• Shore Western 144” x 180” x 7” Tall T- Slotted Bay Cast Bolster Plate, (2) H-Frames, 
(1) Tombstones, (4) Angle Plates and (6) Test Cylinders  

• (2) Shore Western Hydraulic Pump Units (2015), P/N 1120-4, S/Ns 15165 & 48012

HExAgON gLOBAL PERFORMANCE 9.12.8 CMM

TEST SHORE WESTERN Hydraulic Units for Fatigue Testers

SHORE WESTERN Fatigue Testing Cell MITUTOYO Crysta-Apex S Microcord CMMSHORE WESTERN Fatigue Testing Cells

2 Available

2015

• (2) Hexagon global Performance Model 9.12.8 CMM (2016-2017), 
Table Size 75” x 42”, HP-S-X/H Probe, HH-C V.20 controller 

• (3) Mitutoyo Mdl. Crysta-Apex S – S9106 Microcord CMM 
(2014-2015), Table Size 68” x 47”, Renishaw PH10MQ Probe 

• Mitutoyo Crysta-Apex S – S7106 Microcord CMM (2011), 
Table Size 39” x 68” 

• Wenzel x Orbit – x087 CMM, Table Size 48” x 72”  
• (2) Ametek Metex Spectro Maxx Metal Analyzer, (2016 & 2018), 

S/N 18005193 & 16003031 
• Zeiss FOBA 3-D Laser Scanning Machine, w/Table and Tripods 
• Leco LCB3100 Hardness Tester, Leco PR-36 Mounting Press, 

Leco 825-300-300, Spectrum 1000 Polishing System, 
Spectrum System 1000 

• Epsilon Extensometer 
• Instron 3369 Tensile Tester (2016) 
• Dahometer DH300 Electronic Densimeter 
• (5+) Various Olympus Microscopes  
• granite Surface Plates 
• Height gauges, gage Blocks, Etc.

CMMs & LAB EQUIPMENT

OLYMPUS Microscopes

5+ Available
LECO LCB3100 Hardness Tester

5 Available

2016-2017
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AIR COMPRESSORS • MOBILE EQUIPMENT & MORE...

MOBILE EQUIPMENT/CRANES 
• gorbel 5-Ton gantry Style Crane System, with Pendant Control 
• Broderson IC-200 Mobile Crane, S/N 99782 
• Tennant T-20 Riding Floor Scrubber  
• International Dura Star Max Force Diesel Box Truck, 26,000 GVWR 
• Ford Box Truck, 1997, Vin 1FDXN8OCYWA37093 
• CAT E6000, 6,000lb Electric Forklift, Side Shift, with Charger

GENERAL EQUIPMENT / PLANT SUPPORT 

• CAT 1500KW generator, Model 3512 CAT Engine, S/N 6WN00668, 
1620kw & 1800 RPM 

• Intersource Chip Recovery System, 2019, with Dump Tilter, Chip Wringer 

• Intersource CA6200F+ Chip Recovery System, with Dump Tilter, Chip Wringer 

• Spectrum Detroit Diesel 900DS4 900kw generator, 1800 RPM, Fuel Diesel, 
Three Phase 277/480 Volt 60 Hz, Batt 24 Volt, Spec. PA - 197012, Service 
Duty: Standby, Hours 283.7 

• Alstom 13200 Delta 1500KVA Transformer 
• S&S PMH-12 Electric Transformer, 4800 Volt, S/N 920438 

• Park PS-A6325 Transformer 
• (15+) FEC DSP-1025R-20FB Press Stations 
• (2) STM 1T-3TF Assembly Presses, with MCGS Control 

• Promess 120/330/175 Hyd. Press 
• (2) Norwesco Inc 1025 gallon Polly Tanks 
• (6) Rupp Air Systems Cooling Make-up Towers 
• Beko & I-R Oil/Water Separators 
• (30+) Self Dumping Hoppers 
• (300+) Wire Baskets

• Luzi Hong CK6136 CNC Lathe, Fanuc Oi-TF Control 
• Baileigh Industries VM949-3 Vertical Milling 

Machine, with Mitutoyo KA-200 DRO 

• Heineda V-500/600 Vertical Bandsaw 
• Marvel Series 8 Mark II Bandsaw 
• Prensa 20-Ton Hyd. Shop Press 

• Dayton 21C004A Bandsaw 
• Miller Dynasty 800 Tig Welder 
• Miller Thunderbolt xL Welder 

• Lincoln Power Mig 216 Welder 
• Lincoln 140C Welder 
• ESAB 452 Welder

AIR COMPRESSORS 

• (2) Ingersoll Rand Model R160NEA Rotary Screw Air Compressors, 
Max Discharge Pressure 145 PSI, Normal Fan Motor 10 HP, Normal Drive 
Motor 200HP, Nom Drive Motor Current 270 Amps, Total Package Amps 284, 
Max Starting Amps 284, Max Operating Speed 3000 RPM, 460 Volts, 3 Phase, 
60 HZ, Control Voltage, SCCR 5K Amps, Enclosure UL Type 2, with I-R Air Dryers 

• Ingersoll Rand R110I-A125 125 HP Rotary Screw Air Compressor, w/Air Dryer 
• Ingersoll Rand R110N-A Rotary Screw Air Compressor, 

Nirvana VSD, with Air Dryer 
• gardner Denver V Series Air Compressor, Approx. 50 HP 
• (2) gardner Denver Electra Saver Rotary Screw Air Compressor, with Air Dryer

LUZI HONg CK6136 CNC Lathe BAILEIgH INDUSTRIES 
VM949-3 Vertical Mill

MARVEL Series 8 Mark II Bandsaw HSK & CAT Toolholders

gARDNER DENVER Air Compressor INTERSOURCE Chip Recovery System STM 1T-3TF Assembly Presses CAT 1500kW Generator

BRODERSON IC-200 Mobile Carry Deck Crane INTERNATIONAL Dura Star Max Force Box Truck FORD Box Truck

TOOLROOM EQUIPMENT

2 Available
2019
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Inspection Site

TERMS & CONDITIONS | PAYMENT: Full payment within 24 hours. Payment 
is Cash, Cashier’s check, Certified Check, or Wire Transfer. No other forms of 
payments will be accepted. Full Payment Must be Made before removal of 
Purchase. Everything is Sold “As-Is, Where-Is”. All Sales Final. Cost and 
Responsibility for Removal of Purchase Remains with the Purchaser. 
Every Effort will be Made to Facilitate Removal. While Quantities and 
Descriptions are Believed to be Accurate, the Auctioneer, Owners or 
Counsel Make no Warranties or Guarantees Either Expressed or Implied as 
to Authenticity, Genuineness of, or Defects in Any Lot and will not be Held 
Responsible for any Advertising Discrepancies or Inaccuracies. No 
Warranties Whatsoever are Made as to Condition Merchantability or Fitness 
for Use of Any Item. May we Suggest you Take Full Advantage of the 
Preview and Inspection Period. Sale Subject to Additions, Deletions and 
Prior Sales. Please Check Availability of Equipment. 

A Buyer’s Premium of 18% will be Charged on All Successful Bids.

DRIVINg DIRECTIONS 
FROM: Detroit Metropolitan 
Wayne County Airport 
TO: SALE SITE 
Approximately 16 Miles, 21 Mins.  
Get on I-94 E from W G Rogell Dr. Continue 
on I-94 E to Allen Park. Take exit 204 from 
I-94 E. Get on I-75 N in Lincoln Park. Follow 
I-75 N to W Fisher Service Dr/I-75 Frontage 
Rd in Detroit. Take exit 46 from I-75 N. Take 
W Fort St to your destination.

COMPLETE STATE-OF-THE-ART AUTOMOTIVE STEERING ARM AND 
KNUCKLE MANUFACTURING FACILITY AND ITS COMPONENTS

Negotiated and Webcast Auction Sale

BUILT IN 2015 AT AN APPROXIMATE COST OF $75 MILLION

Available via Negotiated Sale and Auction Sale

PREVIEW & INSPECTION: 
Monday & Tuesday, June 8th & 9th, 

9:00am to 4:00pm Each Day 
or by Appointment Prior to Sale 

AUCTION & PREVIEW LOCATION: 
6401 W Fort Street, Detroit, MI 48209

WED. & THURS., 
JUNE 10TH & 11TH 
@ 10:00AM EDT

By Order of the Federal Court Appointed Receiver


